
Hinweis  
zur Größe der Scheibendichtung
Es ist bekannt, dass die Front- und Heckscheibendichtungen größer sind 
als die Scheiben. Dies war schon so als die Dichtungen von MG selber 
geliefert wurden. 
Es ist richtig und gewollt, dass Front- und Heckscheibendichtungen bei 
MGB GTs, Minis und einigen Jaguars größer sind als die Scheiben selber. 
Es liegt an der Vorgehensweise beim Einbau der Scheibe.
1.	 Zuerst die Front- Heckscheibendichtung auf den Karosseriefalz einle-

gen.
2.	 Nun steht die Dichtung unter Spannung

3.	 Die Scheibe in die Dichtung einziehen (mit Hilfe von viel Spülmittel) 

4.	 Den Spannkeder mit einem Spezialwerkzeug einziehen. (Jetzt stehen 
die Dichtlippen unter Spannung und dichten die Scheibe ab)

5.	 Die Zierleiste, die den Spannkeder abdeckt, mit einem Spezialwerk-
zeug einsetzten.

Nur so funktioniert es. Die Dichtung ist deshalb größer, damit sie sich 
mit Druck an den Falz und an die Scheibe andrückt. Nur so wird die 
Scheibe dicht. Dieses System gilt auch für Mini und verschiedene Jaguar 
Typen.
Es ist abzuraten, zuerst den Gummi um die Scheibe zu legen. Bei dieser 
Methode ist der Scheibenbruch schon programmiert.
Ganz Wichtig: Die Dichtung nicht mit einer Schnur einziehen, 
das zieht sie in die Länge und passt dann nicht mehr!53
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Note on the size of the window seal
It is known that the front and rear window seals are larger than the 
windows. This was already the case when the seals were supplied 
by MG. 
It is correct and intentional that the front and rear window seals 
on MGB GTs, Minis, and some Jaguars are larger than the windows 
themselves. 
  
This is due to the method used to install the window.
1.    First, insert the front and rear window seals into the body seam. 
2.    The seal is now under tension.
3.    �Pull the window into the seal (using plenty of washing-up 

liquid).
4.    �Pull in the tensioning strip using a special tool. (Now the 

sealing lips are under tension and seal the window)
5.    �Insert the trim strip that covers the tensioning strip using a 

special tool.
This is the only way it works. The seal is larger so that it presses 
against the fold and the window under pressure. This is the only 
way to ensure that the window is sealed. This system also applies 
to Mini and various Jaguar models. 
It is not recommended to place the rubber around the window first. 
This method will inevitably result in the window breaking. 
Very important: Do not pull the seal in with a string, 
as this will stretch it and it will no longer fit!
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